The tender texts listed below contain the most common solution variants in practice, so that the unneeded options or device parts in the text only need to be deleted and quantities added.
For some projects, textual adjustments are recommended. Our experienced colleagues will be happy to support you competently, quickly and free of charge in the preparation of your tender texts. Please contact us via sales@nivus.com or by phone: +49 (0)7262 9191-794



RI Radar Sensor 

[bookmark: _Hlk134619459]Radar level gauge, consisting of 63 GHz 
FMCW radar sensor with integrated temperature sensor
and freely programmable evaluation electronics. 
Programming via web-based HTML user interface
via Bluetooth, PC software via HART or
DTM-based configuration using PACTware.
Multi-colour LED display and integrated tilt 
sensor for optical installation support and 
maintenance indicator. 
Encapsulated, constantly floodable sensor in corrosion
durable housing with high chemical resistance.
Suitable for measuring liquids, pasty
Media and solids.
Measuring range:	0.075 to 8 m
Measurement 
uncertainty:	2 mm over the entire measuring
range
Resolution:	1 mm
Start time:	5 sec. to output measured value
Memory:	Flash
Beam angle:	6 degrees 
Calibration:	via HART or Bluetooth
Enclosure:	Valox 357
Temperature range:	-40 to max. +80 °C
Fastening:	Rear thread 1"
Option: front thread 1.5
made of PVDF
Protection:	IP 68
Ex protection:	Ex ia for Zone 1/0 
Output:	4 - 20 mA / HART / Bluetooth
Cable length:	5 m; (Option: 10/20/30/50/100 m)
Extendable up to 1000 m
Variant:	RI08
Deliver, install ready to use according to manufacturer's specifications
with application-specific programming.

Type:............................
Make:.....................

Quantity: 1 pc.	UP:..................
				TP:....................



Radar level gauge with extended measuring range.
Consisting of a 63 GHz FMCW radar sensor with integrated
temperature sensor and freely programmable
evaluation electronics.
Programming via web-based HTML user interface
via Bluetooth, PC software via HART or
DTM-based configuration using PACTware.
Multi-colour LED display and integrated tilt 
sensor for optical installation support and maintenance indicator. 
Encapsulated, constantly floodable sensor in corrosion
durable housing with high chemical resistance.
Suitable for measuring liquids, pasty media and solids.
Measuring range:	0.075 to 20 m
Measurement 
uncertainty:	2 mm over the entire measuring
range
Resolution:	1 mm
Start time:	5 sec. to output measured value
Memory:	Flash
Beam angle:	6 degrees 
Calibration:	via HART or Bluetooth
Enclosure:	Valox 357
Temperature range:	-40 to max. +80 °C
Fastening:	Rear thread 1"
	Option: front thread 1.5
made of PVDF
Protection:	IP 68
Ex protection:	Ex ia for Zone 1/0 
Output:	4 - 20 mA / HART / Bluetooth
Cable length:	5 m; (Option: 10/20/30/50/100 m)
Extendable up to 1000 m
Variant:	RI20
Deliver, install ready to use according to manufacturer's specifications
with application-specific programming.

Type:............................
Make:.....................

Quantity: 1 pc.	UP:..................
				TP:....................



Surge Protection Sensor Cables

High-performance surge limiter with coarse
and fine protection for symmetrical or galvanic
separate data line inputs and outputs as well as
2-wire technology.
Suitable for transmission frequencies up to 600 kHz
and 0.5A operating current.
In accordance with DWA-M 261 for use as a surge
protection on wastewater treatment plants.
Internal self-control by fail-safe diodes
for short-circuiting the data line in the event of a fault
Maintenance-free due to electronically strong 
overdimensioning.
Nominal leakage 
surge current:	20 kA (8/20 μs)
Maximum 
Operating voltage:	28 VDC / 20 VAC
Protection level:	36 V Core-Earth
Assembly:	35 mm DIN rail
Case:	Plastic
Variant:	DataPro 2x1-24/24V
Deliver and install ready to use

Type:............................
Make:.....................

Quantity: 1 pc.	UP:..................
				TP:....................



Programming Modem

Box with built-in HART modem for reprogram
parameter optimisation and parameter readout
of Ri sensors.
No additional power supply or separate HART
Resistance required.
Direct power supply to the connected, 
via the USB interface
of the PC/laptop.
Box with integrated HART resistor, USB-A
plug and 80 cm connection cable to PC/laptop
as well as 30 cm cable with service terminals for direct,
tool-free connection with the sensor cable.
Incl. CD with software HART PC for parameterisation,
parameter backup, echo image analysis, image and
echo history recording.
Variant:	ZUB0 HARD BOX 04
Deliver and install ready to use

Type:............................
Make:.....................

Quantity: 1 pc.	UP:..................
				TP:....................
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